
Navigator GPS and Raster Blaster 

Windows 2000 operating systems are considered obsolete and are no longer supported for Navigator installations and 
upgrades. Xitron requires upgrading to a supported operating system with suitable hardware as listed below when 
upgrading your RIP software. 

Minimum System Requirements Recommended System Requirements
• 2 Ghz Dual Core 
• 160 GB hard drive (some TIFF 

output devices may require larger capacity drives 
due to file output size)  

• DVD ROM  
• 3 Available USB 2.0 ports for dongles and interface 
• Windows XP Pro, Windows 2003 Server, Vista 

Business 32 bit, Windows 7 Professional 32 bit 
• 4 GB RAM*  
• 100/1000 Network Interface Card  

• 3 Ghz Dual Core 
• Additional hardware raided volume of 500 GB 

to 1 TB for installation of the RIP  
• DVD ROM  
• 3 Available USB 2.0 ports for dongles and 

interface  
• Windows XP Pro, Windows 2003 Server , Vista 

Business 32 bit, Windows 7 Professional 32 bit 
• 4 GB RAM  
• 100/1000 Network Interface 

*Navigator RIP standalone requires 2 GB RAM minimum, when using TrapPro add 2 GB additional RAM 

**Xitron interfaces require a USB 2.0 port for proper operation. Please note SCSI devices must be loaded onto an 
XP Operating System.  Check the supported devices list for the most up-to-date information. 

Navigator RIP Manager Server  

Minimum System Requirements Recommended System Requirements
• 2 Ghz Dual Core  
• Additional hardware raided volume of 500 GB to 

1 TB for installation of the RIP  
• DVD ROM  
• 3 Available USB 2.0 ports for dongles and 

interface  
• Windows XP Pro, Windows 2003 Server, Vista 

Business 32 bit, Windows 7 Professional 32 bit 
• 4 GB RAM*  
• 100/1000 Network Interface Card  

• 3 Ghz Dual Core  
• Additional hardware raided volume of 500 GB to 

1 TB for installation of the RIP  
• DVD ROM  
• 3 Available USB 2.0 ports for dongles and 

interface  
• Windows XP Pro, Windows 2003 Server , Vista 

Business 32 bit, Windows 7 Professional 32 bit 
• 4 GB RAM  
• 100/1000 Network Interface Card  

Navigator RIP Manager PC and MAC Client 

Minimum System Requirements MAC Recommended System Requirements PC
• Mac G4, 350 Mhz or faster (G5 recommended) 
• 40 GB hard drive 
• DVD ROM 
• OS 10.4 
• 1 GB RAM 
• 100/1000 Network Interface Card 

• 2 Ghz Dual Core  
• 160 GB hard drive  
• DVD ROM  
• Windows XP Pro, Windows 2003 Server , Vista 

Business 32 bit, Windows 7 Professional 32 bit 
• 4 GB RAM  
• 100/1000 Network Interface Card 

 


